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PACT

U.P. Water Sector Restructuring Project

Irrigation Department, U.P.

WALMI Bhawan, Utrethiya, Telibagh, Lucknow-226026

Corrigendum-II in the bidding document

The following Corrigendum is hereby authorized to be issued in ICB Bidding Document 20/ICB/UPWSRP/PACT/GENERATOR/09-10 for supply of 5.0 KVA Diesel Generating Set for UPID due to pre bid meeting held on 04-02-2010:

	Sl. No.
	Reference of Bidding Document
	As provided in Bidding Document
	Now to be read as below

	1. 
	Technical Specification  (T.S.) on page 77 General 
	Starting Handle
	Starting handle provision deleted. 

	2. 
	T.S. 1.1 Engine on page 77 
	Diesel Engine ... having a minimum output of 12 BHP /1500 RPM, ....... 
	Instead of 12 BHP/1500 RPM it is replaced as   9 BHP with 1500 / 3000 RPM

	3. 
	
	
	

	4. 
	T.S. 1.2  Alternator on page 78 
	1500 RPM
	Instead of 1500 RPM it is replaced as 1500 /3000 RPM

	5. 
	T.S. 1.4 Base on page 78
	The Engine and alternator shall be coupled together with the help of flexible coupling or directly coupled and mounted on the heavy MS channel common base frame
	The Engine and alternator shall be coupled together with the help of flexible coupling or directly coupled and mounted on the heavy MS channel common base frame with vibration dampeners,  foundation bolts, foundation drawing.

	6. 
	T.S. 1.6 Acoustic Enclosures on page 78
	The acoustic enclosures ....  shall be done with glass wool of suitable thickness .....  board norms.
	The acoustic enclosures ...  shall be done with Glass Wool / PU FOAM (FIRE RETARDENT HIGH DENSITY) of suitable thickness ...... board norms.

	7. 
	T.S. General on page 77 
	four rubber wheels fitted 
	Provision of four rubber  wheel removed

	8. 
	Post Qualification requirements 1 (a) on page 38
	The bidder should be a manufacturer of DG sets who must have manufactured, tested and supplied the equipment (s) similar to the type specified (having capacity 5.0 KVA) in ....... date of bid opening.
	The bidder should be a manufacturer of DG sets who must have manufactured, tested and supplied the equipment (s) similar to the type specified (having capacity 5.0 KVA to 10.0 KVA) in ....... date of bid opening. 

	9. 
	Post Qualification requirements 1 (b) on page 38
	The bidder, as authorized representative, has supplied, installed and commissioned satisfactorily at least 30% of the quantity similar to the type specified in the Schedule of Requirements (having capacity 5.0
KVA) in any one of the last three years as on date of bid opening and must be providing maintenance services for the above equipment installations at least at 15 places for over 6 months 
	The bidder, as authorized representative, has supplied, installed and commissioned satisfactorily at least 30% of the quantity similar to the type specified in the Schedule of Requirements (having capacity 5.0 to 10.0 KVA) in last three years as on date of bid opening and must be providing maintenance services for the above equipment installations at least at 15 places for over 6 months anywhere. 

	10. 
	T.S. 1.7 Accessories on page 79
	Earthing strips to connect the DG Set to separately provided earthing points.
	The work for dg set foundation platform construction , Earthing and connection of the DG Set to separately made earthing points shall be in the scope of the bidder with all material and labour.

	11. 
	Nil
	Nil
	The following line is hereby added in the end of para 3 (iv) on page 39 of Post Qualification Requirements:

The comprehensive maintenance services are applicable for the warranty period only.

	12. 
	Technical Detail Form on page 48
	Nil 
	Following information are also to be furnished in technical detail form:

7.1 Specific fuel consumption

7.2 Type test for noise & emission norms from A.R.I. Pune  or equivalent International standard lab.
7.3 Running cost at full load. 


The corrigendum is also available on following website: 

1. http://irrigation.up.nic.in 

2. http://upgov.nic.in 

3. http://idup.gov.in  

Other contents shall remain unchanged.

   S.K. Roy

Procurement Specialist, PACT
